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VAN XA KHI TU PONG HIDROTEN
(HIDROTEN AUTOMATIC AIR RELEASE VALVE)

Operating principle /Nguyén ly hoat dong: Main Features/ Tinh ndng chinh:

> Entrapped air, which accumulates at peaks > Working pressure range: 0,35- 16 bar/ Ap suét
) lam viéc: 0,35- 16 bar.
and along the system, rises to the top of the
air valve, which in turn displaces the liquid » Maximum working temperature: 60°C. / Nhiét
in the air valve body/ Khong khi bi cudn do 1am viée t6i da: 60 ° C.
vao, tich tu & cac dinh va doc theo hé thdng,

o , o » Maximum intermittent temperature: 90°C/
tang lén dén dinh cta van khi, tor d6 thay

e Nhiét d6 khong lién tyc t6i da: 90° C.
the chat long trong than van xa khi.

» The body is made of high strength PA materials

» The float drops, unsealing the rolling and all operating parts are made of specially
seal. The automatic air release orifice selected corrosion- resistant materials./Than van
opens and the accumulated air is dugc lam tir vat liéu nhya PA cuong do cao va
released./ Bong phao s€ roi, lam 19 ra 1§ tAt ca bod phén van hanh duogc lam bﬁng chét
thoat. Khong khi tu dong dugc xa qua 1o chbng dn mon duoc lya chon dic biét can than.

thoat.

» The larger than usual orifice enables it to release
air at higher flow rates than other automatic air
release valves of its kind./ L6 thoat 1én cho phép
giai phong khong khi ¢ luu lugng cao hon ty 1€
hon cac van xa khi ty dong khac cuia loai nay
Lightweight, simple and reliable structure./ Cau
triic nhe, don gian va dang tin cdy.

» Liquid enters the valve and the float rises,
pushing the rolling seal back to its sealing
position./ Chat long di vao van va phao nbi
1én, ddy phao tro lai vi tri niém phong cua
no, bit lai 10 thoat. >

Available threaded sizes / Kich thwéc ndi ren sin c6: %2, ¥4, 17,27, 37, 47
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" Van xa khi Hidroten DN25: Model S
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DIMENSIONS AND WEIGHT/KICH THUOC VA TRONG LUQNG:

Model | Connection/Két noi | Weight (kg)/Trong hrong | Orifice Area (mm2)/ DT thoat khi

S1 Thread/ Néi ren 17 0,310 18,64
DESCRIPTION/MO TA:
No. Part/Bg phén Material/Vit liiéu
1 Hole/L0 thoat khi PA
2 O-ring/Lam kin EPDM
3 Body/Théan PA
4 Float/Phao Foamed Polypropylene/PP xdp
5 Base/Than dudi PA
6 Thread type/Pau ren PA
7 Strainer/Bo loc PPFV

PN 16 AUTOMATIC AIR RELEASE FLOW RATE

Ditterentla Pressure [Bar)
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" Van xa khi Hidroten DN25: Model D1

DIMENSIONS AND WEIGHT/KICH THUOC VA TRONG LUQNG:

Model | Connection/Két noi | Weight (kg)/Trong luwgng | Orifice Area (mm2)/ DT thoat khi
D1 Thread/ Noi ren 17 0,361 75
DESCRIPTION/MO TA:
No. Part/Bo phén Material/Viat liiéu
1 Hole/L6 thoat khi PA
2 O-ring/Lam kin EPDM
3 Body/Than PA
4 Float/Phao Foamed Polypropylene/PP xbp
5 Base/Than dudi PA
6 Thread type/Dau ren PA
7 Strainer/B0 loc PPFV

PN 16 AUTOMATIC AIR RELEASE FLOW RATE
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DIMENSIONS AND WEIGHT/KICH THUOC VA TRONG LUQNG:

Model | Connection/Két ndi | Weight (kg)/Trong lwong | Orifice Area (mm2)/ DT thoat khi

D2 Thread/ Noi ren 2” 1,084 491
DESCRIPTION/MO TA:

No. Part/Bg phan Material/Vit lii€u
1 Large hole/Lo thoat khi 16n PA
2 O-ring/Lam kin EPDM
3 Small hole/L6 thoat khi nho
4 Body/Than PA
5 Float/Phao Foamed Polypropylene/PP xbp
6 Base/Than dudi PA
7 Thread type/Pau ren PA
8 Strainer/B0 loc PPFV

PN 16 AUTOMATIC AIR RELEASE FLOW RATE
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Ditterentla Pressure [Bar)
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Fiow Rale [mfh]
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