ATK FLEXIBLE COUPLING

» RUBBER GASKET FLEXIBLE COUPLING

% APPLICATION : Used for connecting uPVC, Steel, Cast Iron pipes, etc.
together

% ADVANTAGES: Easy and quick installation; can connect pipes made of
different materials; surface is coated with durable and aesthetically pleasing

glossy Epoxy.
% MANUFACTURING STANDARD: ISO 2531 - 2009
% STRUCTURE ) a

No |[Component Material .
1 Gland Ductile Iron FCD450 3
2 | Rubber gasket EPDM Rubber Gasket o )
3 Bolt HDG (Grade 8.8) / Ductile iron / Stainless steel
4 Body Ductile Iron FCD450

% TECHNICAL SPECIFICATIONS

Nominal . Inner Gland . Bolt Number . Workin
Diameter Plp((:nl}::)n 8¢  Diameter |Diameter T?tl)cﬁ::flss‘ Specification | of bolt (g)e llil:rtl) Pressurg
(DN) (D) mm (d) mm (MxL) (n) (bar)
50 60-63 70 65 6 12x50 6 100 PN10/16
65 70-75 80 80 6.5 12x50 6 105 PN10/16
80 88-98 100 95 7 14x70 8 130 PN10/16
100 110-118 122 115 7.2 14x70 8 140 PN10/16
125 122-128 130 130 7.2 14x70 8 140 PN10/16
140 140-146 145 145 7.8 14x90 8 145 PN10/16
150 160-170 172 165 7.8 14x90 8 150 PN10/16
180 180-185 185 185 7.8 14x90 8 152 PN10/16
200 198-205 216 210 8.4 16x100 8 160 PN10/16
225 218-225 230 230 8.4 16x100 8 160 PN10/16
250 250-255 260 260 9 16x100 12 164 PN10/16
280 273-280 285 285 9 16x100 12 164 PN10/16
300 312-317 320 320 9.6 16x100 12 170 PN10/16
300G 323-328 335 330 9.6 16x100 12 170 PN10/16
350 350-360 360 360 10.5 16x100 12 175 PN10/16
350G 375-380 385 385 10.5 16x100 12 175 PN10/16
400 400-410 426 426 11 18x130 16 175 PN10/16
400G 426-430 435 435 11 18x130 16 175 PN10/16
450 450-460 460 460 11.5 18x130 16 200 PN10/16
450G 475-480 485 485 11.5 18x130 16 200 PN10/16
500 500-515 520 520 12 18x130 20 224 PN10/16
500G 528-532 538 538 12 18x130 20 224 PN10/16
560 558-562 570 570 12 18x130 20 230 PN10/16
600 610-635 640 635 13.2 20x130 20 250 PN10/16
700 705-715 725 720 14.4 20x130 24 270 PN10
800 800-815 825 825 15.6 22x130 24 300 PN10
900 900-915 925 925 16.8 22x130 28 350 PN10
1000 1000-1016 1026 1026 18 24x150 28 500 PN10
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ATK FLEXIBLE COUPLING

» KHOP NOI MEM GIOANG CAO SU BE/BF

% CONG DUNG: Dung d4u nbi cac loai duong dng v6i mit bich BE(BF).
U'U PIEM: D@ dang ldp dat, nhanh chong, c6 thé déu ndi véi cac ching
loai dng c6 vit liéu khac nhau, bé mit duoc son Epoxy bong bén dep.
TIEU CHUAN SAN XUAT: ISO 2531 — 2009
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STT| Chutao Vit liéu e .
1 Nip Gang cau FCD450 ,‘];}, ah L f% l
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kinhg Lip éng | kinh trogng kinh négp DQ( t(;ay bulo%ng ee lzll:;ong Chl(el}ll)cao ’ viéc
(DN) D) (@) (MxL) (PN)
50 60-63 70 65 6 12x50 3 70 PN10/16
65 70-75 80 80 6.5 12x50 3 75 PN10/16
80 88-98 100 95 7 14x70 4 85 PN10/16
100 110-118 122 115 7.2 14x70 4 90 PN10/16
125 122-128 130 130 7.2 14x70 4 95 PN10/16
140 140-146 145 145 7.8 14x90 4 95 PN10/16
150 160-170 172 165 7.8 14x90 4 120 PN10/16
180 180-185 185 185 7.8 14x90 4 100 PN10/16
200 198-205 216 210 8.4 16x100 4 129 PN10/16
225 218-225 230 230 8.4 16x100 4 129 PN10/16
250 250-255 260 260 9 16x100 6 131 PN10/16
280 273-280 285 285 9 16x100 6 131 PN10/16
300 312-317 320 320 9.6 16x100 6 133 PN10/16
300G 323-328 335 330 9.6 16x100 6 133 PN10/16
350 350-360 360 360 10.5 16x100 6 136.5 PN10/16
350G 375-380 385 385 10.5 16x100 6 136.5 PN10/16
400 400-410 426 426 11 18x130 8 164 PN10/16
400G 426-430 435 435 11 18x130 8 164 PN10/16
450 450-460 460 460 11.5 18x130 8 172 PN10/16
450G 475-480 485 485 11.5 18x130 8 172 PN10/16
500 500-515 520 520 12 18x130 10 172 PN10/16
500G 528-532 538 538 12 18x130 10 172 PN10/16
560 558-562 570 570 12 18x130 10 153 PN10/16
600 610-635 640 635 13.2 20x130 10 188 PN10/16
700 705-715 725 720 14.4 20x130 12 220 PN10
800 800-815 825 825 15.6 22x130 12 240 PN10
900 900-915 925 925 16.8 22x130 14 260 PN10
1000 1000-1016 1026 1026 18 24x150 14 350 PN10
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