
 ATK FOOT VALVE AND VALVE BOX COVER  

 

 
 

    Manufacturer: HCL MANUFACTURING & INVESTMENT JOINT STOCK COMPANY 

Office/Factory: Lot CN 1B, Quat Dong Industrial Park, Thuong Phuc, Hanoi, Vietnam 

http://www.hcl.vn;                  Tel.: +84 37 627 2888 
            

 

DUCTILE IRON FOOT VALVE 

APPLICATION 

Installed in the pipeline upstream of water pumps to 

prevent debris from entering the pump, causing damage, 

jamming, or blockage. 

❖ CONSTRUCTION 

Ductile iron FCD450 body and cover, rubber gasket, and 

stainless-steel strainer screen. Finished with a durable, 

glossy epoxy coating. 

❖ MANUFACTURING STANDARD: ISO 2531:2009 

❖ TECHNICAL SPECIFICATIONS 

 (DN) 
Overall 

height (H) 

Body 

height (h) 

Flange outside 

diameter (D) 

Thickness 

(t) 

 

Stem 

diameter (d) 
Weight (kg) 

Working 

pressure (bar) 

80 290 143 200 7 20 8 PN10/16 

100 300 145 220 7.2 20 10 PN10/16 

150 455 255 285 7.8 25 19 PN10/16 

200 500 300 340 8.4 25 30 PN10/16 

250 590 340 400 9 32 43 PN10/16 

300 630 380 460 9.6 32 58 PN10/16 

350 670 420 520 10.2 32 120 PN10/16 

400 730 450 480 10.8 32 150 PN10/16 

500 820 520 670 12 40 200 PN10/16 

600 900 570 780 13.2 40 250 PN10/16 

 
 

DUCTILE IRON VALVE BOX COVER 

❖ APPLICATION 

Used to cover valve chambers (typically for non-rising 

stem gate valves with cap operation) or water meters, 

protecting the chamber from water and dirt entering it. 

CONSTRUCTION 

Ductile iron FCD450 body and cover, finished with a 

durable, glossy epoxy coating. 

 

❖ MANUFACTURING STANDARD: ISO 2531:2009 

 

❖ TECHNICAL SPECIFICATIONS 

 

DN D d1 d2 e H 

100 180 139 108 7.2 110 

150 245 206 172 7.4 110 

200 290 240 216 8 120 


