
 ATK SWING CHECK VALVE 
 

 

 
    Manufacturer: HCL MANUFACTURING & INVESTMENT JOINT STOCK COMPANY 

Office/Factory: Lot CN 1B, Quat Dong Industrial Park, Thuong Phuc, Hanoi, Vietnam 

http://www.hcl.vn;                  Tel.: +84 37 627 2888 
            

 

❖ VALVE CONSTRUCTION 
➢ Diameter: DN50 – DN400 

➢ Design standard: BS EN 1074-3 

➢ Flange connection  : EN1092 PN10/16 

: BS4504 PN10/16 

➢ Face-to-face standard: BS EN558-2-48 

➢ Coating: Epoxy coating, thickness ≥250µm 

➢ Working pressure: PN16 

➢ Pressure testing standard : ISO 5208- 2015 

➢ Working temperature: Maximum 70°C 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

❖ TECHNICAL SPECIFICATIONS: 

No. Component Material 

1 Valve body Ductile iron GJS-500-7 

2 Valve bonnet Ductile iron GJS-500-7 

3 Bearing bracket Ductile iron GJS-500-7 

4 Valve shaft 
SUS420 / Stainless steel 

304 

5 Bolt Stainless steel 304 

6 Bronze bushing Brass 

7 Disc EPDM rubber 

8 Disc core Ductile iron GJS-500-7 

9 Disc bolt Stainless steel SUS304 

10 Bearing bolt Stainless steel SUS304 

11 Disc lever arm Ductile iron GJS-500-7 

12 Gasket EPDM rubber 

DN Flange standard 
D 

(mm) 

L 

(mm) 

H 

(mm) 

K 

(mm) 

nxd1 

(mm) 

Weight 

(kg) 

50 PN10/16 165 200 190 125 4x18 11 

65 PN10/16 185 240 211 145 4x18 13 

80 PN10/16 200 280 230 160 8x19 16 

100 PN10/16 220 300 255 180 8x19 22 

125 PN10/16 250 350 311 210 8x19 33 

150 PN10/16 285 400 350 240 8x23 40 

200 PN10 340 500 400 295 8x23 60 

200 PN16 340 500 400 295 12x23 60 

250 PN10 395 600 493 350 12x23 78 

250 PN16 405 600 498 355 12x26 80 

300 PN10 445 700 547 400 12x23 128 

300 PN16 460 700 555 410 12x26 130 

350 PN10 505 800 577 460 16x23 150 

350 PN16 520 800 585 470 16x26 155 

400 PN10 565 900 630 515 16x26 180 

400 PN16 580 900 650 525 16x30 186 

3 YEARS 

WARRANTY 


