
 
ATK Butterfly Valve - Lever / Gear Operated 

 

 

Note: Fire hydrants can be manufactured with a height as required, starting from 1.7 m 
 

    Manufacturer: HCL MANUFACTURING & INVESTMENT JOINT STOCK COMPANY 

Office/Factory: Lot CN 1B, Quat Dong Industrial Park, Thuong Phuc, Hanoi, Vietnam 

http://www.hcl.vn;                  Tel.: +84 37 627 2888 
            

 

❖ VALVE CONSTRUCTION 

➢ Diameter: DN50 – DN300 

➢ Design standard: BS 5155 

➢ Top flange connection: ISO 5211 

➢ Coating: Epoxy coating, minimum thickness 250µm 

➢ Working pressure: PN10/16 

➢ Working temperature: Maximum 70°C 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

❖ TECHNICAL SPECIFICATIONS 

 

DN 
A 

(mm) 

B 

(mm) 

C 

(mm) 

ΦD 

(mm) 

nxΦ1 

(mm) 

ΦD2 

(mm) 

ΦD3 

(mm) 

ΦD4 

(mm) 

M 

(mm) 
X L 

Weight 

(kg) 

50 130 80 43 55 4-9 70 90 125 19 11x11 30 4.8 

65 145 91 46 70 4-9 70 90 145 19 11x11 30 5.6 

80 152 95 46 80 4-9 70 90 130 19 11x11 30 8.9 

100 162.5 115 54 101 4-9 70 90 180 19 11x11 30 9.5 

125 215 134 56 126 4-9 70 90 210 19 11x11 30 10.5 

150 225 138 56 151 4-10 70 90 240 23 11x11 30 12.5 

200 243 174 60 201 4-12 102 125 295 23 15x15 30 17.5 

250 296 198 68 250 4-12 102 125 355 23 22x22 30 36 

300 336 234 78 300.5 4-12 102 125 410 23 22x22 30 44.8 

 

No. Component Material 

1 Valve body Ductile iron GJS-500-7 

2 Disc Stainless steel SUS304 

3 Seat EPDM 

4 Valve stem Stainless steel SS420 

http://www.hcl.vn/

