WITH BRASS THREAD

ATK DUCTILE IRON REPAIR CLAMP

% APPLICATION: Used to repair pipe bursts, broken weld
joints; features brass anti-pullout grip ring specialized for

HDPE pipes.

<% ADVANTAGES: Easy and fast installation, smooth, durable,

and glossy Epoxy coating.
% MANUFACTURING STANDARD: ISO 2531 - 2009

<% STRUCTURE
: 5 1 2
NO | Component Material - /‘ L
1 | Clamp Body Ductile Iron FCD450 o
2 Brass Ring Brass °
3 Grip Cover Ductile Iron FCD450 IS i
Hot-dip galvanized bolt 8.8 /
4 Bolt Ductile iron / Stainless steel i
5 Gasket EPDM Rubber T ==
[
SECTION A-A
< TECHNICAL SPECIFICATIONS
. . Inner . Working
Nominal Pipe Range Diameter Thickness Length Pressure
Diameter (HDPE) (d) 0) (L) (bar)
(DN)
100 110 120 72 170 PN16
150 160 173 7.8 200 PN16
200 200 208 8.4 250 PN16
225 225 230 8.4 250 PN16
250 250 260 9 280 PN16
280 280 286 9 280 PN16
300 315 322 9.6 300 PN16
350 355 365 10.2 320 PN16
400 400 410 10.8 350 PN16

Manufacturer: HCL MANUFACTURING & INVESTMENT JOINT STOCK COMPANY

Office/Factory: Lot CN 1B, Quat Dong Industrial Park, Thuong Phuc, Hanoi, Vietnam

http://www.hcl.vn;

Tel.: +84 37 627 2888

by SAE
QUACERT CT

————— TCVN 1
I

12013
IS0 9001:2015 SO 2531:2009



