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ATK DOUBLE ECCENTRIC FLANGED 

BUTTERFLY VALVE 

 

 

 

 
 

    Manufacturer: HCL MANUFACTURING & INVESTMENT JOINT STOCK COMPANY 

Office/Factory: Lot CN 1B, Quat Dong Industrial Park, Thuong Phuc, Hanoi, Vietnam 

http://www.hcl.vn;                  Tel.: +84 37 627 2888 
            

 

TECHNICAL STANDARDS 

➢ VALVE DESIGN: EN 593. 

➢ FACE – TO - FACE: EN 558. 

➢ FLANGE CONNECTION: EN 1092 PN10 

➢ COATING: Epoxy (min 250 µm) 

➢ WORKING PRESSURE: PN16 

➢ MAX TEMPERATURE: Max 70oC 

❖ STRUCTURE 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

❖ TECHNICAL SPECIFICATIONS & DIMENSIONS  

 

SIZE (DN) L D D1 D2 b f z-d 

DN200 152 340 295 268 24 3 8-22 

DN250 165 395 350 320 26 3 12-22 

DN300 178 445 400 370 26 4 12-22 

DN350 190 505 460 430 26 4 16-22 

DN400 216 565 515 482 26 4 16-26 

DN450 222 615 565 532 28 4 20-26 

DN500 229 670 620 585 28 4 20-26 

DN600 267 780 725 685 34 5 20-30 

DN700 292 895  840 800 34 5 24-30 

 

No Part Materials No Part Materials 

1 Gearbox Ductile iron 9 Taper pin  C35 steel 

2 Yoke SS304 10 Valve disc Ductile iron 

3 Coupling Ductile iron 11 Valve stem SS420 

4 Gasket 
Flexible 

Graphite 
12 Bolt C35 steel 

5 
Upper 

bushing 
Đồng SF-1 13 Valve body Ductile iron 

6 
Body seat 

ring 
Inox 304 14 

Lower 

Bushing 
SF-1 Bronze 

7 O-ring NBR rubber 15  Stop Ring   Q235B Steel 

8 
Clamp 

plate 
Q235B Steel 16 End Cap Q235B Steel 


